




USABILITY
•	 Angle-adjustable pole mount socket, side-wedge shaped enclosure 

and M10-threaded suspension points support a variety of permanent 
and portable setups

•	 The pole mount socket can be angle adjusted to set the loudspeaker 
in a normal flat position or a 7.5 degree downward tilt for improved 
audience coverage from a raised position

•	 The P1000X offers a patented mounting mechanism allowing to 
tighten the pole for reduced resonance and increased stability

•	 An integrated rigid foot design on the side-wedge shaped enclosure 
provides the ability to use the P1000X and P1500X in a floor monitor 
configuration

•	 Suspended applications using M10 threaded points are conveniently 
built-in for vertical and horizontal orientation
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Specifications & appearance subject to change 
Contact: 1-800-4GIBSON (1-800-444-2766)
Cerwin-Vega! Is a member of the Gibson family of brands
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SPECIFICATIONS P1000X P1500X P1800SX

System Type: Active 2-way full-range, bass reflex Active 2-way full-range, bass reflex Active Subwoofer, bass reflex

Frequency Range (+3 / -10 dB):: 51 Hz – 22.5 KHz 49.8 Hz – 23.5 kHz 31.5 Hz – 272.0 Hz

Frequency Response (±3 dB): 61 Hz – 20.6 KHz 55.0 Hz – 20.5 kHz 38.0 Hz – 183.0 Hz

Nominal Coverage (-6 dB): 90° Horizontal, 65° Vertical 90° Horizontal, 65° Vertical not applicable

Maximum SPL(1) @ 1m: 128 dB 134 dB 136 dB

Amplifier Type: Class D Class D Class D

System Dynamic Power Rating: 1000 Watts 1500 Watts 2000 Watts

Low Frequency Driver: 10” 15” 18”

High Frequency Driver: 1¾” diaphragm, 1” exit 1¾” diaphragm, 1” exit not applicable

Connectors: CH 1&2 - Neutrik™ XLR/TRS inputs, 
CH3 Dual ¼” TS 
THRU 1&2 - XLR, MIX - XLR

CH 1&2 - Neutrik™ XLR/TRS inputs,  
CH3 Dual ¼” TS 
THRU 1&2 - XLR, MIX - XLR

CH 1&2 - Neutrik™ XLR/TRS inputs 
THRU 1&2 - XLR, LINK - XLR

Impedance: CH 1&2 – 20 kΩ, CH3 – 10 kΩ CH 1&2 – 20 kΩ, CH3 – 10 kΩ CH 1&2 – 20 kΩ

Indicators: Signal/Clip, Power, Limiter, Protect Signal/Clip, Power, Limiter, Protect Signal/Clip, Power, Limiter, Protect

Enclosure: Polymer cabinet, flush waveguide Polymer cabinet, flush waveguide 18mm reinforced wood cabinet

Grille: 18 gauge, perforated steel 18 gauge, perforated steel 18 gauge, perforated steel

Mounting & Suspension: 35mm custom pole socket 
6 x M10 suspension

7.5° or flat, 35mm pole socket 
4 x M10 suspension, 2 x M10 pull-back

35mm pole socket

Operating Temperature: -20° to 55°C -20° to 55°C -20° to 55°C

Dimensions (H x W x D): 20.9” x 12.2” x 12.2” 
(532mm x 310mm x 310mm)

27.5” x 17.0” x 13.5 
(699mm x 432mm x 343mm)

24.25” x 20.0” x 24.5” 
(616mm x 508mm x 622mm)

Weight: 38.5 LBS  /  17.46 Kg 53.0 lbs (24.0 kg) 84.0 lbs (38.1 kg) with casters 
77.0 lbs (34.9 kg) without casters

Shipping Dimensions (H x W x D): 25.5” x 15” 15”  
(648mm x 381mm x 381mm)

32.0” x 21.5” x 18.5” 
(813mm x 546mm x 470mm)

27.25” x 22.0” x 26.5” 
(692mm x 559mm x 673mm)

Shipping Weight:  46 LBS / 20.86 Kg 60.5 lbs (27.4 kg) 93.5 lbs (42.4 kg)

Fuse (5mm x 20mm): T8A/250V (120V version) 
T4A/250V (240V version) 
T8A/250V (120V version) 
T4A/250V (240V version)

T8A/250V (120V version)  
T4A/250V (240V version)

T8A/250V (120V version)  
T4A/250V (240V version)

 

PACKAGE CONTENTS
P1000X active loudspeaker, P1500X active loudspeaker or P1800SX active subwoofer, multi-language manual, power cord (2M, 10Amps), spare fuse  
(located inside fuse holder), wheel casters with mounting hardware (P1800SX only), RCA - ¼” TS adapters (P1000x and P1500X only) 
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